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Product Information Report
Saf-T-Connect™ Plugs and Connectors

Lawson’s Saf-T-Connect™ Plugs and Connectors are some of the safest and most durable 
wiring devices available. The individual wiring chambers, safety compression cord grips and 
keyed bodies are just some of the features that set these apart from the competition.

Overview

Captive  
Assembly Screws
Double lead screws 
provide rigid assembly, 
prevent bulging of cover, 
offer maximum pull-out 
resistance and allow fast 
assembly

Individual Wire 
Chambers
Accept up to #12 AWG 
conductors and prevent 
flashovers and short 
circuits

Dead-Front  
Back-Wired Design
We set industry 
standards with 
this design. There 
are no exposed 
current-carrying 
parts. Meets NEC 
Article #410-56 (d)

Extra grommets – Color-coded rubber cord sealer 
grommets are supplied for a variety of diameters.

Non-Slip Finger Grips

Safety Compression  
Cord Grip
The unique design of the 
powerful, non-conductive, 
long life, rugged PBT cord 
grip accepts all  
AWG wire range sizes 
from #18 through #12 
with no crushing and no 
inserts to change or add

High-Visibility 
Safety Colors
Brilliant green and 
radiant yellow 
colors add safety 
in dimly lit work 
areas

Transparent Back Plate
Clear polycarbonate 
permits visual wiring 
inspection without 
disassembly

Double Insulated
Superior PBT 
body with TPE 
thermoplastic 
elastomer cover 
for extra safety, 
protection and 
durability

Internal Cord Seal
Built-in cord entrance seal in 
cover seals out moisture and 
most foreign material that 
can cause a short circuit

Keyed PBT Body
For quick alignment 
and assembly

Can be assembled with either a flush front (Fig. A), or recessed front (Fig. B). Simply interchange 
the plugs and connector bodies from their respective wire jacket assemblies. Assemble the wire 
connections, jackets and cord grips
•  Recessed assembly passes UL water resistance test

Fig. A Fig. B
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•  Three indicator lamps light up when there is a ground connection and the plug has been 
wired correctly

•  Will not light if any of the following conditions exist: open hot, open neutral, open ground, 
reversed hot and neutral, reversed hot and ground, hot on neutral

Ground and Continuity 
Monitor

•  Unique rubber-to-rubber tongue and groove seals contact when plug and 
connector are mated

•  Removable connector cap resists the elements when connector is not in use
•  Provides superior water, dust and mud protection when properly assembled

Tite Seal


