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Overview
Free-Flow powers through tough uric acid salt buildup, mineral scale and rust deposits 
to restore full flow to urinals.

Applications • Urinals

Size • 32 Fl. Oz.

Identification • Clear blue liquid 

Method of Application • Manual/hand

Technical Specifications • pH: <1.0
• Weight per Gallon: 9.16 lbs.
• Reportable VOC: None
• Shelf Life: Minimum one year
• HMIS: H:3 F:0 R:0

Directions for Use Monthly application will effectively keep 
urinals free flowing and reduce the need for 
excessive odor-control products.
1.  Remove waste debris, urinal screens and 

urinal blocks.
2.  Shut off any automatic flushers.
3. Remove any standing water.

4.  Pour 16 fl. oz. (500ml) into urinal and allow  
Free-Flow to work 30 to 45 minutes.

5.  Using a bowl swab, clean vertical surfaces 
and behind and under the rim.

6.  Flush urinal several times to flush away 
dissolved scale and mineral deposits.

7. Repeat as necessary.
8. Reinstall screens, blocks and auto units.

Features/Benefits • Cleans and deodorizes
• Heavier than water 
• No dilution necessary, ready to use
• Formulated with a non-stick surface 

protector
• Dissolves uric acid salt buildup
• Dissolves mineral and scale buildup

• Dissolves and eliminates rust deposits 
• Reduces and eliminates odors caused 

by buildups
• Phosphate free
• USDA authorized
• No reportable VOCs


